
KITZ Fig: 10SDBF
Sizes: 21/2-inch(65-mm)
SCREWED BONNET,INSIDE SCREW,FLAT FACE FLANGED ENDS.
Standards
● End to End: JIS B2011
● End Connection: JIS B2239 10K
● Wall Thickness: KITZ STANDARD
Test Standard
● KITZ STANDARD
Conform to
（一社）日本バルブ工業会規格相当品 65-80 mm (21/2-3 inch)
approved

Dimensions
SIZE(inch/mm) L L1 H D1 Kg

21/2 65 262.0 180.0

3 80 295.0 225.0

Material List
NAME OF PART MATERIAL SPECIFICATION

BODY DUCTILE IRON FCD-S

BONNET DUCTILE IRON FCD-S

STEM STAINLESS STEEL SUS420J2

DISC G/F PTFE

Specifications
10K DUCTILE IRON,GLOBE VALVES,SCREWED BONNET,INSIDE SCREW,FLAT
FACE FLANGED ENDS.
End to End : JIS B2011,End Connection : JIS B2239 10K,Wall
Tchickness : KITZ STANDARD,Test Standard : KITZ STANDARD,Sizes :
21/2-inch(65-mm),Conform to : （一社）日本バルブ工業会規格相当品
65-80 mm (21/2-3 inch),BODYMATERIAL :DUCTILE IRON,BONNETMATERIAL
:DUCTILE IRON,STEMMATERIAL :STAINLESS STEEL,DISCMATERIAL :G/F
PTFE,KITZ Fig : 10SDBF
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10K DUCTILE IRON,GLOBE VALVES


