
KITZ Fig: 20SWZ
Sizes: 21/2-inch(65-mm)
Standards
● End to End: KITZ STANDARD
● End Connection: WAFER TYPE (JIS 20K)
● Wall Thickness: KITZ STANDARD
Test Standard
● KITZ STANDARD
Conform to
公共建築工事標準仕様書相当品（機械設備工事編） 65-450 mm (21/2-18
inch)
approved

Dimensions
SIZE(inch/mm) L L1 H D1 Kg

21/2 65 60.0 150.0 70.0

3 80 67.0 156.0 70.0

4 100 68.0 169.0 70.0

5 125 83.0 183.0 70.0

6 150 95.0 216.0 80.0

8 200 127.0 243.0 80.0

10 250 140.0 290.0 90.0

12 300 181.0 315.0 90.0

14 350 184.0 330.0 90.0

16 400 191.0 355.0 90.0

18 450 204.0 388.0 90.0

Material List
NAME OF PART MATERIAL SPECIFICATION

BODY DUCTILE IRON+NBR FCD-S+NBR

STEM BRASS C3531(2)

Specifications
20K DUCTILE IRON,WAFER TYPE CHECK VALVES
End to End : KITZ STANDARD,End Connection : WAFER TYPE (JIS
20K),Wall Tchickness : KITZ STANDARD,Test Standard : KITZ
STANDARD,Sizes : 21/2-inch(65-mm),Conform to : 公共建築工事標準仕
様書相当品（機械設備工事編） 65-450 mm (21/2-18 inch),BODYMATERIAL
:DUCTILE IRON+NBR,STEMMATERIAL :BRASS,KITZ Fig : 20SWZ
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20K DUCTILE IRON,WAFER TYPE CHECK VALVES


