
KITZ Fig: G-10XJME
Sizes: 21/2-inch(65-mm)
GEAR OPERATED.
Standards
● End to End: JIS B2032 46 SERIES (2)
● End Connection: WAFER TYPE (JIS 5/10K)
● Wall Thickness: KITZ STANDARD
Test Standard
● JIS B2032

Dimensions
SIZE(inch/mm) L L1 H D1 Kg

21/2 65 46.0 122.0 188.0 80.0

3 80 46.0 122.0 196.0 80.0

4 100 52.0 135.0 223.0 110.0

5 125 56.0 150.0 258.0 110.0

6 150 56.0 150.0 270.0 110.0

8 200 60.0 180.0 311.0 170.0

10 250 68.0 180.0 405.0 170.0

12 300 78.0 180.0 430.0 170.0

Material List
NAME OF PART MATERIAL SPECIFICATION

BODY ALUMINUM DIE-CAST ADC12

STEM STAINLESS STEEL SUS410

SEAT RUBBER EPDM

Specifications
5/10KALUMINUM BUTTERFLY VALVES,CENTER DRIVE DISC,GEAR OPERATED.
End to End : JIS B2032 46 SERIES (2),End Connection : WAFER TYPE
(JIS 5/10K),Wall Tchickness : KITZ STANDARD,Test Standard : JIS
B2032,Sizes : 21/2-inch(65-mm),BODYMATERIAL :ALUMINUM DIE-
CAST,STEMMATERIAL :STAINLESS STEEL,SEAT RUBBERMATERIAL :EPDM,KITZ
Fig : G-10XJME
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